








94 95

IVA / VAT excl.

Other Smiths [ Finishes ]  //  Brass (an alloy of copper and zinc) is a very elegant finish, yellow-gold in colour, with an excellent 
corrosion resistance. We use it untreated, therefore it may oxidise with time. Regular cleaning helps preserving its original 
appearance and slow down the ageing process, which might be anyway accelerated by the weather, frequent handling 
or conditions of high humidity.

p. 275 Alchemie T / table lamp voltage source type watt lumen K CRI en. class driver/transformer dimmer

AHT / brass disc / alabaster diffuser / Medea limestone base €	 2.545,00 110-240V constant voltage
24V LED low voltage LED strip 12W 1300 3000 >95 A++ constant voltage

plug driver
NO

on/off switch incl.

54 cm ca.

Ø 26 cm ca

Ø 26 cm ca



TECHNICAL INFORMATION
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MAINS VOLTAGE LED

The LED modules and COB LED we supply in the Lederam and Medousê collection can be connected directly to the mains voltage
because they do not require any driver (other than the one already mounted on the module).
Compared to traditional light sources, mains voltage LED modules are more sensitive to any interference in the electricity mains, 
including voltage fluctuation and harmonic distortion, because they have a faster response to changes in voltage.
This means that consequently to this variations occasional flickering or functioning anomaly may occur, but since not depending on 
the product, they cannot be considered a flaw or defect.
Further than by problems on the line voltage, fluctuations and harmonics may be produced by variable power loads, as those caused 
by many types of motors and electronic devices. In case of anomalies we suggest to check the electrical system to apply protective 
modules reducing overvoltage at the connection terminals of electronic components. By means of this modules / filters, any residual 
voltage is then reduced to an appropriate protective level in relation to the discharge current.

Dimming
 
Mains voltage LED modules and COB LED are dimmable using IGBT (trailing edge) dimmers designed specifically for LED sources.
Their dimming is extremely delicate: incompatible dimmers may cause irreparable damage to the LED.
Some dimmers on the market have a NO button (Normally Open button) or they are specific connector socket-mounted or recessed.
They are generally inserted into junction boxes; their limited thickness facilitates the installer’s task and makes the dimmer fit for 
installation even in shallow boxes.
Dimmers with an integrated radio dimmer for both manual (NO button) and wireless control are also available.
It is important to note that during adjustment (for instance with a cord dimmer) the dimming appears less precise, with some flickering.
Furthermore some types of dimmer, even if they have been recommended by the manufacturers themselves, have visible flickering 
(almost essentially down to a minimum) depending on the mains and on the type of interference present. The problem can be solved 
by increasing the minimum value setting of the potentiometer on the dimmer.
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LEDERAM: COLOUR COMBINATIONS AND DETAILS

Lederam Manta S1/S2/CWS1 / C150 / C180 code
shade

rods discs base
external internal

3 black gold black gold black

4 black copper black copper black

5 white white gold white white

6 white gold satin white white

8 white white satin white white

10* white white white white white

* Finish not available for model Lederam Manta S2

Lederam C1 / C2 / C3 / WB1 / W2 code discs rods base

2 black satin black

3 gold black black

4 copper black black

5 white gold white

6 white satin white

Lederam W code
disc 1 disc 2

base
external internal internal external

1 black copper copper black black

2 black gold gold black black

3 gold gold gold white white

4 copper copper copper white white

5 white gold gold white white

6 white copper copper white white

Lederam W1 code
disc

joint base
external internal

1 black black nickel black

3 gold black nickel black

4 copper black nickel black

6 white white nickel white

Lederam WF code
disc

base
external external

1 black black black

3 gold white white

4 copper white white

6 white white white

Lederam F0 / F1 / F2 / F3 / T1 code discs rods base cable dimmer

2 black satin black black black

3 gold black black black black

4 copper black black black black

5 white gold white white white

6 white satin white white white

12* brass black black black black

* Finish available for model Lederam F0 only

external shade

internal shade

base

rod

disc

rod

disc

base

disc 1
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base
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CHANDELIER

GOLD MOON JACKIE O  POSTKRISI SWEET LIGHT

Gold Moon Chandelier is supplied 
with single pendants with black wires, 

irregular black/gold shade dia.
20 cm ca. and copper curl directing 

the beam of light upwards to the 
shade. Each shade is handmade, 

therefore the dimensions can slightly 
change from pendant to pendant.

 
NB the minimum amount of Gold 

Moon per Chandelier is 
20 pendants.

Jackie O Chandelier is supplied with 
single pendant with blue cable and 
nickel curl with lens, to define the 
beam of light of each pendant.

PostKrisi Chandelier is supplied with 
natural fibreglass spheres with a 

diameter of 14 or 20 cm. 
On request it is also available with 
spheres in different colours or lined 

with gold/silver/copper coloured leaf.

Sweet Light Chandelier is supplied 
with aluminium spheres with a diame-

ter of 10 cm.
On request it is also available with 
brass or silver coloured spheres.

Bases

The Chandeliers are supplied with satin steel bases in different dimensions.

The bases of the Chandeliers are modular and very easy to install.
The satin finish steel plates are anchored to the white painted metal frame by means of suspension chains that facilitate both installation and maintenance.

They are then secured in place with square head screws; the nickel cube that covers the screw remains exposed (see drawing). The steel plate is available on request white painted.

square 
30x30x5 cm  /  60x60x5 cm  /  90x90x5 cm

rectangular 
150x30x5 cm  /  150x60x5 cm  /  90x30x5 cm

round 
Ø 40 cm  /  Ø 78 cm

white

nickel cube

satin steel
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GOLD MOON JACKIE O POSTKRISI SWEET LIGHT

Standard Jack Mounting (NOT ADJUSTABLE HEIGHT)

Each pendant is mounted onto the base by means of a connection jack that fits in and locks in place in a simple motion.
The base can therefore be shipped separately from the pendants, facilitating both the shipping and installation itself.

STANDARD

The standard maximum height of the codified  
Jackie O Chandeliers is 120 cm (obtained from H of 

base 5 cm + max pendant height of 115 cm). 
Starting from the maximum height, the cable lengths

descend 7 times by about 5 cm.

STANDARD

The standard maximum heights of the codified
PostKrisi and Sweet Light Chandeliers

are 180/300/400 cm
(obtained from H of base 5 cm + 

max pendant height of 175/295/395 cm).

ON REQUEST

By choosing the maximum cable length 
(up to max 300 cm – dimensions rounded up to the

nearest 5 cm) and downsizing while retaining the
proportions of the standard codes, a custom made

composition can be produced.
Any further customisation entails a bespoke design

requiring a quotation (customized production).
NB Each capillary is manually bent. A tolerance of about 1 to 2 cm

on the given cables lengths must be considered as acceptable  

ON REQUEST

By choosing the maximum cable length
(up to max 300 cm – dimensions rounded up to the

nearest 5 cm) and downsizing while retaining the
proportions of the standard codes, a custom made

composition can be produced.
Any further customisation entails a bespoke design

requiring a quotation (customized production).

On Request (ADJUSTABLE HEIGHT)

TENSIONER

The version with a tensioner is available in those
cases where the length of the cable requires

adjustment during installation.
The tensioner is supplied disassembled. 

Once you have placed the 
cable at the desired height, it must be cut and

reconnected to the inside of the base 
(this operation helps preventing voltage drops and

tangled cables inside the base).

CABLE LOCKING

The version with cable locking is available in those cases
where the length of the cable requires adjustment during
installation or in case of custom chandelier with bigger

PostKrisi spheres (dia. 40 or 60 cm). 
The cable locking is supplied disassembled. 

Once you have placed the cable at the desired height,
it must be cut and reconnected to the inside of the

base (this operation helps preventing voltage drops and
tangled ables inside the base).

Custom

On request we can supply customized designs with different base dimensions, a different number of pendants or with a tensioner instead of a jack connection.
The PostKrisi and Sweet Light pendants are interchangeable on the bases, therefore we can also supply mixed Chandeliers.

push release



MACCHINA DELLA LUCE LED BOARDS

Mod. A Mod. E

Ø   80 cm

18W Ø   50 cm Ø   50 cm

12W Ø   30 cm 12W Ø   30 cm

12W Ø   18 cm 12W Ø   18 cm

42W 4410 lumen 24W 2520 lumen

Mod. B Mod. F**

Ø 120 cm

24W Ø   80 cm

18W Ø   50 cm

Ø   80 cm 12W Ø   30 cm

12W Ø   18 cm

12W 1260 lumen 54W 5670 lumen

Mod. C Mod. I 

Ø 120 cm

24W Ø   80 cm Ø   80 cm

18W Ø   50 cm 18W Ø   50 cm

12W Ø   30 cm

42W 4410 lumen 30W 3150 lumen

Mod. D*

Ø 120 cm

18W Ø   80 cm

18W Ø   50 cm

12W Ø   30 cm

12W Ø   18 cm

60W 6300 lumen *  110V version available with 4x α 12W / tot. 48W max
** 110V version available with 2x β 18W / 1x α 12W / tot. 48W max
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12W 18W 24W

2 x
LED board 6W 24V DC

3 x
LED board 6W 24V DC

4 x
LED board 6W 24V DC

STCHU-MOON LED BOARDS

1x 5W / 500 lumen

Stchu-Moon 05

Stchu-Moon 01 Ø 40 cm

Stchu-Moon 01 Ø 60 cm

2x 5W / 1000 lumen Stchu-Moon 09

Stchu-Moon 02 Ø 40/60 cm

4x 5W / 2000 lumen Stchu-Moon 02 Ø 80/100 cm

6x 5W / 3000 lumen 3x Stchu-Moon 02 Chandelier
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1 x LED board GY6.35 5W 24V DC
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